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Transportable Exam Station

The GlobalMed Transportable Exam Station® (TES) brings a new
dimension to providing telemedicine to the patient. TES is a fully
mobile telemedicine platform that contains a tablet PC. TES-Lite
enables video conferencing and stores an array of cameras and
medical devices in a rugged, impact, dust, and weather-resistant
rolling case.

Priority CaPriority Care Where Needed
With a comprehensive selection of medical devices, TES provides
the tools to administer convenient care to patients regardless of 
their location.

TES provides a comprehensive set of tools to diagnose and treat
patients in the most austere environmental settings, where
evidence-based care is needed but not easily accessible.

VVersatile Connectivity
TES has the flexibility to work with nearly any environment. 
Choose the connectivity that works best for you: WIFI, 3G, 4G, 
Satellite or wired.

Secure
When integrated with GlobalMed’s eNcounter® software, TES is a
HIPAA and HITRUST compliant, HA platform that enables secure
communication and the secucommunication and the secure transfer of medical data to 
clinicians at a distance.
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Peripherals: as depicted above

TotalExam 3 TotalVitals TotalECG JedMed
Horus Scope ClearSteth

Specifications

Nanuk 935 case: 22”L x 14”W x 9”H

Surface® Pro 4

Battery power pack provides up to 8 hrs. of power
*external DC power connector

Attached keyboard. Touchpad with scroll zone and gestures 
support is integrated into tablet.

WiFi, Ethernet, 3G/4G, (depending on your network’s 
capability)

4 USB 3.0 ports, 1 HDMI port, 1 Ethernet port

Integrated speaker and microphone

12V - 20V DC at 4.5A MAX

Input 90-264VAC 
47-63 Hz 
Output 16.8VDC 2.5A
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